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Ultraviolet (UV) photoconductive sensors have 
been fabricated using undoped and aluminium (Al)-
doped zinc oxide (ZnO) nanorod arrays and novel 
nanostructures, such as nanohole-enhanced, aligned 
Al-doped ZnO nanorod arrays and Al-doped ZnO 
nanorod-nanoflake network thin-film structures. 
These nanostructures were deposited using a novel 
technique known as the sonicated sol-gel immersion 
method. The use of Al-doped nanostructures in UV 
photoconductive sensor applications has not been 
widely discussed in the literature. The nanorod array 
properties and the fabricated sensor performances 
were analysed using field-emission scanning electron 
microscopy, energy-dispersive X-ray spectroscopy, 
transmission electron microscopy, X-ray diffraction, 
atomic force microscopy, micro-Raman spectroscopy, 
photoluminescence spectrometry, ultraviolet–
visible–near-infrared spectrophotometry, atomic 
force microscopy, thickness profilometry, two-probe 
current-voltage measurement system, and UV 
photocurrent measurement system under a 365-
nm UV lamp. In this study, several parameters were 
studied regarding the growth of ZnO nanorod arrays 
for use in UV photoconductive sensor applications, 
including the doping process (undoped and Al-doped), 
the precursor volumes (50-1,000 ml), the annealing 
temperatures (300-500°C), the ambient annealing 
environment (air, vacuum, and oxygen environments), 
the immersion times (10-300 min), the sonication 
times (0-50 min), and the coating processes (intrinsic 
ZnO and poly(vinyl alcohol)). Additionally, the effects 
of the metal contact gap and the bias voltage on the 
UV sensor performance were also investigated. For 
each experimental parameter, the UV photoconductive 
Environmental Quality, Clean Air Regulation was 
enforced since 1st October 1978 in Malaysia. However, 
it does not contain any standard parameters for odour 
control and discharge to the environment. In order to 
respond to various odour complaints and handle odour 
sensor responsivity, sensitivity, rise time constant, and 
decay time constant were thoroughly studied. Based 
on this investigation, it can be concluded that the 
performance of the sensors was closely related to the 
nanorod dimensions (i.e., the diameter and length), 
crystallinity, surface condition, stress, impurities, 
resistance, bias voltage, and gap between the metal 
contacts. Notably, a significant responsivity of 1,350.84 
A/W was achieved for the UV photoconductive sensor 
using the nanohole-enhanced, aligned Al-doped ZnO 
nanorod arrays prepared with a 50-min immersion time, 
which had a small thickness of approximately 600 nm. 
Additionally, the sensitivity of the device was improved 
by lowering the dark current value of the sensor. This 
condition was achieved by lowering the annealing 
temperature, by carrying out the annealing process in 
an oxygen environment, or by growing the Al-doped ZnO 
nanorod arrays in a precursor solution that had been 
sonicated for a long period of time. Notably, growing the 
Al-doped ZnO nanorod arrays in the precursor solution 
that had been sonicated for the longest amount of time 
for the UV photoconductive sensor application yielded 
better results as both the dark current and the time 
constants of the sensor were reduced. The fabrication 
of UV photoconductive sensors using a novel sensor 
configuration of the Al-doped ZnO nanorod-nanoflake 
network thin film was also performed in this study. 
The sensors exhibited a responsivity of 46.4 mA/W, a 
sensitivity of 17.5, a rise time constant of 10 s, and a 
decay time constant of 84 s. Throughout this study, it 
was found that the performance of the fabricated ZnO 
nanorod array-based UV photoconductive sensor was 
very promising and demonstrated high responsivity, 
sensitivity, and fast response.
problems in Malaysia, a regulation for odour control is 
necessary. Since Malaysia will be declared a developed 
country in the year 2020, environmental legislations of 
the country have to be improved to the standards of a 
developed country. The objective of this research is to 
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In a generic sense, when procuring Public Private 
Partnership (PPP) projects, value for money 
(VFM) assessment could be determined through 
a comparative analysis of contractors” proposals 
against VFM documentation. Principally, value for 
money is a broad term that captures both elements of 
financial and non-financial elements in the evaluation 
of VFM. Several diverse approaches to assess value 
for money (VFM) exist and are used in different 
countries. Value for money assessment methods have 
been criticised on numerous grounds with respects to: 
accuracy of risk transfer; discount rate methodology; 
limitation scope of non-financial and consideration of 
long term evaluation. Hence, the aim of this study is to 
develop a complete VFM assessment framework for 
PPP projects embracing financial and non-financial 
elements across project phases (i.e., strategy 
formulation; procurement; construction and operation 
phase) based on four (4) objectives: to identify the 
essential factors for PPP implementation; to determine 
the VFM drivers in PPP projects; to investigate the 
elements of Public Sector Comparator (PSC) as a 
VFM assessment framework; and finally to develop 
a VFM assessment framework for PPP projects. Two 
methods of empirical research using questionnaire 
survey and case studies (semi-structured interviews) 
were conducted with PPP stakeholders. In order to 
underpin the questionnaire survey, three case studies 
were conducted using structured interviews with 
government agencies; consultants and contractors. 
The VFM assessment framework was validated using 
semi structured interview approach. The results 
establish the significant financial and non- financial 
elements fundamentals in the development of PSC at 
each stage of PPP life cycle. The results identify five 
most important financial elements at all the phases 
of PPP approach. Twelve (12) non-financial elements 
have been identified for the strategy formulation phase; 
ten (10) at the procurement phase; eleven (11) for 
the construction phase and twelve (12) non-financial 
elements to be integrated in the operation phase. The 
research outputs seek to facilitate a comprehensive 
dimension of VFM assessment method for PPP 
projects in Malaysia and provide significant impacts to 
the government, consultants and contractors as PPP 
stakeholders.
study the odour problems in Malaysia, specifically for 
Municipal Solid Waste (MSW) odour, to identified the 
sources of odour from MSW, odour measurement and
analytical by olfactometer, correlation between odour 
unit and concentration in ppmv and ppbv, odour 
treatment using electron beam irradiation technique, 
odour kinetic and dispersion modeling. In this study, 
the odorous gas such as Benzene (aromatic odour), 
Dimethylsulfide (rubbish odour) and Trimethylamine 
(fishy odour) are also used as odours samples. 
Odorous gas samples were treated by using the 
powerful energy produced by electron beam. Ambient 
and odorous gas samples were also collected from 
Refuse Derived Fuel (RDF) factory and in surrounding 
area in Semenyih, Selangor and these samples were
analyzed by using DynaScent Digital Olfactometer. The 
results of the emission measurement and the ambient 
air collected around the study area showed that there 
are various factors that affect the distribution of odorous 
gas to the complaint area that is only less than 1.5 km 
from the factory. The result also shows that there is 
great potential in using the electron beam irradiation 
technique in order to solve the odour problem.
